


In brief  

Seating is accessible from the 
path

Seating is easily seen by people 
with a visual impairment

Locate seating where it is most 
needed (for example on slopes)

If there are steps up to seating, 
then provide a ramp

Some existing features can 
provide shelter (for example 
grottos)

trunks, carved logs and so on, as long as 
there are alternative choices o�ered around 
the site.

Repair and maintenance are crucial to 
the upkeep of seating and shelter. Facilities 
should be designed and built so they are 
vandal-resistant and will remain safe. 
Maintenance includes cutting back anything 
that may reduce either access or views from 
the facility. If the site is to be used out 
of daylight hours, good lighting should be 
available around seating and shelters, this 
too must be maintained to ensure safety. 

Where there are steep gradients or 
lengthy steps, people expect to be provided 
with a resting place at some point, to allow 
them to catch their breath. Regular resting 
points are necessary throughout a site, the 
table below recommends distances between 
resting points.

User group Distance limit 
without a rest 

Wheelchair users 150m

Visually impaired 150m

Mobility impaired 
using stick

50m

Mobility impaired 
without walking aid

100m

The Inclusive Mobility guidance available from 
the department of transport. 
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The Sensory Trust promotes and 
supports the creation and management 
of outdoor spaces that can be used and 
enjoyed by everyone, regardless of age 
or ability.
Visit www.sensorytrust.org.uk   
or contact:
Sensory Trust,  c/o Eden Project, 
Bodelva, Cornwall 
 PL24 2SG
Tel: +44 (0)1726 222900 
Fax: +44 (0)1726 222901 
Email: enquiries@sensorytrust.org.uk
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